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SONY IPELA CH110B IP kamera

  

Sony IPELA SNC-CH110S IP kamera - Színes Exmor CMOS 

Értékelés: Még nincs értékelve 
Tegye fel kérdését a termékr?l 

GyártóSONY 

Leírás Kisméret?, kompakt kamera kedvez? árcédulával.
Formatervezett kialaktás, jó választás üzletek, szállodák, étteremek, iskolák és irodák megfigyel? rendszereinek kiépítéséhez.
CH110 sorozatú kamerák ezüst (S-silver) és fekete (B-black) kivitelben rendelhet?k.-

Kiváló képmin?ség: HD720p felbontáson 30 fps
H.264 / MPEG4 / JPEG tömörítés, dual-stream

Brand Name: Sony
Product Line: IPELA
Product Series: X
Product Model: SNC-CH110S
Product Name: Network 720p HD Fixed Camera
Product Type: Network Camera

Display & Graphics
Image Sensor Size: 1/3.8"
Image Sensor Type: Exmor CMOS
White Balance Modes: Auto, ATW, ATW-PRO, Preset, One Push, Manual
Illumination: Minimum 5 Lux
Colour Support: Colour
Viewing Angle: 80.7°
Effective Camera Resolution: 1.3 Megapixel

Video
Video Formats: MPEG-4, H.264
Maximum Video Resolution: 1280 x 960
Maximum Frame Rate: 30 fps
Video Signal Format: NTSC, PAL

Image
Image Formats: JPEG
Maximum Image Resolution: 1280 x 960

Lens
Lens Included: Yes
Focal Length: 2.34 mm
Aperture Range: f/2.8

                       1 / 3

https://ipmegapixel.hu/images/stories/virtuemart/product/sony-snc-ch110b.jpg
https://ipmegapixel.hu/index.php?option=com_virtuemart&view=productdetails&task=askquestion&virtuemart_product_id=80&virtuemart_category_id=44&tmpl=component
https://ipmegapixel.hu/index.php?option=com_virtuemart&view=manufacturer&virtuemart_manufacturer_id=3&tmpl=component


SONY IP Kamera: SONY IPELA CH110B IP kamera
 

Minimum Focus Distance: 500 mm

Exposure
Shortest Shutter Speed: 1/10000 Second
Longest Shutter Speed: 1/2 Second
Exposure Control: Auto
Network & Communication
Connectivity Technology: Cable
Ethernet: Yes
Ethernet Technology: Fast Ethernet
Protocols:
IPv4
IPv6
TCP
UDP
ARP
ICMP
IGMP
HTTP
HTTPS
FTP
SMTP
DHCP
DNS
NTP
RTP/RTCP
RTSP
SNMP (MIB-2)

Interfaces/Ports
Analog Video Out: Yes
Network (RJ-45): Yes

Power Description
Maximum Power Consumption: 2.40 W

Physical Characteristics
Colour: Black
Height: 93.0 mm
Diameter: 44.0 mm
Weight (Approximate): 100.0 g

Miscellaneous
Features:
Motion Detection
Day/Night
Dual Stream
Noise Reduction
Package Contents:
Network 720p HD Fixed Camera
CD-ROM (User's Guide and SNC Toolbox-RSM-Lite)
Installation Manual
B&P Warranty Booklet
FrontSheet (with Logo)
FrontSheet (without Logo)
Sensor Input Cable
System Requirements:
Supported OS: WindowsXP, WindowsVista (32bit), Windows7 (32bit)
Web Browser Microsoft Internet Explorer Ver6.0, 7.0, or 8.0, Firefox1 Ver.3.5 (Plug-in free viewer only), Safari Ver.4.0 (Plug-in free viewer only),
Google Chrome Ver.4.0 (Plug-in free viewer only)
Processor Intel Core2 Duo 2 GHz or higher
Memory 1 GB or more
Compatibility: Sony Network Surveillance Recorder NSR-S10
Certifications & Standards:
UL2044
FCC 15B Class B
IC Class B
IEC60950-1
EN55022(B)+EN55024+EN50130-4
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VCCI Class B
C-Tick Class B
Platform Supported: PC  

Vélemények

Még senki nem nyilvánított véleményt err?l a termékr?l. 
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